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1.1. Wheels, Tires 

1.2.2. As fact judges, the technical commission has the right to assess the compliance of �res 

with technical condi�ons. 

Any modifica�on of the �re is not allowed. 

Grooving of the vulcanized tread is permi�ed. 

If the race director has issued a &quot;Wet Race&quot; no�ce, it is allowed to use rain �res 

and �res cut to func�on as rain �res. Before the “Wet Race” order, the above-men�oned 

�res are not allowed to be used. From the announcement of the &quot;Wet Race&quot; 

onward, the use of rain �res is permi�ed un�l the end of the compe��on. 

In the case of a &quot;Wet Race&quot;, AVON, COOPER, and NOVA rain pa�ern may be cut 

from slick according to the pa�ern approved by the EAL Rallycross Commi�ee (Appendix 1). 

According to this pa�ern, some grooves may be le� uncut, but cu�ng addi�onal grooves is 

prohibited. The pa�ern shown in the diagram is considered the maximum extent of cu�ng 

allowed. 

For �res manufactured by other producers, in the case of a &quot;Wet Race&quot;, it is 

allowed to extend the exis�ng grooves to the sides of the �re through cu�ng. Only the 

pa�ern originally applied by the manufacturer to the �re may be cut open. 
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